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Pfingsten Road, Northbrook, Illinois
60062.

(2) Specifications of the American
Society for Testing and Materials. In-
formation and copies may be obtained
by writing to: American Society for
Testing and Materials, 100 Barr Harbor
Drive, West Conshohocken, Pennsyl-
vania 19428-2959.

(3) Specifications of the National As-
sociation of Chain Manufacturers. In-
formation and copies may be obtained
by writing to: National Association of
Chain Manufacturers, P.O. Box 22681,
Lehigh Valley, Pennsylvania 18002-2681.

(4) Specifications of the Web Sling
and Tiedown Association. Information
and copies may be obtained by writing
to: Web Sling and Tiedown Association,
Inc., 5024-R Campbell Boulevard, Balti-
more, Maryland 21236-5974.

(5) Manuals of the Wire Rope Tech-
nical Board. Information and copies
may be obtained by writing to: Wire
Rope Technical Committee, P.O. Box
849, Stevensville, Maryland 21666.

(6) Standards of the Cordage Insti-
tute. Information and copies may be
obtained by writing to: Cordage Insti-
tute, 350 Lincoln Street, # 115,
Hingham, Massachusetts 02043.

(7) Standards of the Society of Auto-
motive Engineers (SAE). Information
and copies may be obtained by writing
to: Society of Automotive Engineers,
Inc., 400 Commonwealth Drive,
Warrendale, Pennsylvania 15096.

(8) Standards of the American Na-
tional Standards Institute (ANSI). In-
formation and copies may be obtained
by writing to: American National
Standards Institute, 25 West 43rd
Street, New York, New York 10036.

(9) [Reserved].

(10) All of the materials incorporated
by reference are available for inspec-
tion at:

(i) Federal Motor Carrier Safety Ad-
ministration, Office of Bus and Truck
Standards and Operations (MC-PS),
1200 New Jersey Ave., SE., Washington,
DC 20590-0001; and

(ii) The National Archives and
Records Administration (NARA). For
information on the availability of this
material at NARA, call 202-741-6030, or
go to: http://www.archives.gov/
federal register/

49 CFR Ch. Il (10-1-15 Edition)

code of federal regulations/
ibr locations.html.

[67 FR 61225, Sept. 27, 2002, as amended at 70
FR 48027, Aug. 15, 2005; 71 FR 35832, June 22,
2006; 72 FR 55703, Oct. 1, 2007; 77 FR 46638,
Aug. 6, 2012; 80 FR 59075, Oct. 1, 2015]

Subpart B—Lamps, Reflective
Devices, and Electrical Wiring

§393.9 Lamps operable, prohibition of
obstructions of lamps and reflec-
tors.

(a) All lamps required by this subpart
shall be capable of being operated at
all times. This paragraph shall not be
construed to require that any auxiliary
or additional lamp be capable of oper-
ating at all times.

(b) Lamps and reflective devices/ma-
terial required by this subpart must
not be obscured by the tailboard, or by
any part of the load, or its covering by
dirt, or other added vehicle or work
equipment, or otherwise. Exception:
The conspicuity treatments on the
front end protection devices may be ob-
scured by part of the load being trans-
ported.

[70 FR 48027, Aug. 15, 2005]

§393.11 Lamps and reflective devices.

(a)(1) Lamps and reflex reflectors.
Table 1 specifies the requirements for
lamps, reflective devices and associ-
ated equipment by the type of commer-
cial motor vehicle. The diagrams in
this section illustrate the position of
the lamps, reflective devices and asso-
ciated equipment specified in Table 1.
All commercial motor vehicles manu-
factured on or after December 25, 1968,
must, at a minimum, meet the applica-
ble requirements of 49 CFR 571.108
(FMVSS No. 108) in effect at the time
of manufacture of the vehicle. Com-
mercial motor vehicles manufactured
before December 25, 1968, must, at a
minimum, meet the requirements of
subpart B of part 393 in effect at the
time of manufacture.

(2) Ezxceptions: Pole trailers and trail-
er converter dollies must meet the part
393 requirements for lamps, reflective
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